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Wireless Diode Laser

Size(LxDxH) (without tip) : 205mm x 25mm x 30mm
Weight : 135g with battery inside
Wavelength : 980nm
Max output power : 3.5W (CW)
Max peak power : 6W (Pulse)
Emission mode : CW / Pulse mode
Aiming Beam : 635nm Laser diode, max 5mW

K2 Mobile Diode Laser Specifications

Charging Station
Size: 160 X 90 X 49 (mm)
Weight: 227 g
Voltage Input: 100-240 v, 47-63Hz
Battery: Lithium Ion 3.7 v 1700 mAh
Charging Time: 3 Hours
Port: 4 Battery Charging Port 

More than Portable, It’s Pocketable!

*Available from Your Local
 Dental Dealer* 



Stable output power
by HECoSA Technology
3.5 W Continuous Wave
6W Pulse Mode

Intra-oral
illumination

Detachable Aluminum
Cap
Adjustable and
Autoclavable

Adjustable
Fiber Tip Length

Easy
menu
navigation

Bright & clean
OLED display
Gravity sensor
for both hands

Voice Confirmation
User Interface

Ideal weight and
size for handheld
device
135g(with battery)

Fatigue-free and
Ergonomic design
( 2014/2015 Good
Design Award
Winning )

Fiber Cleaver Inside-
Cleaver Blade to Cut
Optic Fiber

Long lasting rechargeable battery

Features

22 Pre-sets 
4 User defined memories

No Power Cord 
No Foot Pedal 
Soft Button Technology
Auto Emission Button

121 Exchange Blvd.
Glendale Heights, IL, 60139

www.dentalsalesinc.com
(630) 629-6646

Tips For General and
Endo Use
Reuseable and
Autoclavable


